
NAVICP CODE 87 
Minimum mandatory inspections form
 
                                                                      
National Stock Number: __________________________________________
 

Contract/Purchase Order Number: _____________________________ 
 

Contractor:_______________________
 

Part/Equipment Nomenclature: ________________________________ 
 

Line Item: __________________________
 

Definitions: 

 

Visually Inspect: View the component/part features or characteristics (e.g. surface condition, cleanliness, marking) and verify conformance to visually discernable contract specification requirements. 

Record Review:  Review contract/subcontract records promptly after they are prepared and reviewed by the contractor and verify that all contractually required operations/inspections/tests have been performed, that they are complete and accurate, and that the recorded data conforms to contract technical requirements. 

Sampling Inspection: 

In the absence of a customer approved sampling plan, the QAR will use a zero based sampling plan using an AQL of 1.0 % Detailed Requirements: Mandatory Inspection is limited to the following: 

 

Note:  Minimum Mandatory Inspection requirements are items: 1, 2, 3a, 4, 5, and 6  

Minimum Mandatory Inspection requirements for Bare/Base and Coated Electrodes are items: 1, 2, 3c, 4, 5, and 6.
Minimum Mandatory Inspection requirements for furnished valves and valve repair parts (SMIC of X4) are items: 1, 2, 3b, 4, 5, 6, and 7.
 

           1. Visually inspect for correct type, kind, completeness, and no evidence of damage. 

           2. Visually inspect for correct quantity. 

           3a.Visually inspect, 20% of parts, for correctness, location and legibility of part marking as applicable. 

           3b.For contractor furnished valves and repair parts. Visually inspect at least 20% of components/parts for correctness of location and legibility of required marking. 

           3c.For bare/base and coated welding electrodes; visually inspect 5% of the containers in each lot; minimum sample 2 containers for correctness, location and legibility of container markings, as applicable.  Visually inspect 3 electrodes from each container inspecting for correctness, location and legibility of electrode marking. 

           4.   Visually inspect packaging and packing. 

           5.   Visually inspect for correctness of marking item packages and shipping containers. 

           6.   Record review of any certification of compliance, certification, quality conformance documentation when required by the contract, and the DD 250 for proper completion.  Verify that the identifying number marked on the item is identical to that listed on the purchase order and the DD Form 250. 

           7.   Procurement Quality Assurance:  Minimum Mandatory Inspection has been completed as per the above requirements and conforms to contract requirements except as noted herein.  Return signed form to procuring activity. 

 

 

                             ________________                       ____________________________________                           Date                                         Signature of Authorized Government Representative 
